HAMMER| MASTON

Till skillnad fran vanliga metallfarger kan MASTON HAMMER malfarg
appliceras direkt pd metallytan utan férbehandling.

Med Maston Hammer blir malytan luft- och vattenbesténdig och skyddar
COVERAGE ~ DIRECTTORUST ~ VERY HARD ADJUSTABLE  samtidigt malningsytan fran slitage och korrosion. Passar dven pd tréytor.

ouT  av metallytor. Kan strykas direkt pa ytan som skall behandlas, dven rostiga
ytor. Overméalning om nédvandigt, efter 15 minuter (+ 20° C), endast med
Maston Hammer farg.

? ;}C,’\ Maston hammarlack sprayfarg ger en hallbar och hamrad yta pa alla typer

-

Tre farger i en, mindre arbete och en mer télig yta. Vélj Maston HAMMER
- du sparar tid och pengar.

HARDNESS

BAS:
Akryl, solventbaserad
SOFL

GLANS (DIN 67530 60°):
matt 0-25 glansenhet

‘ ‘ = VARMEBESTANDIGHET: 120°C
LAGRINGSTID: 60 manader
<+15CM o
EU VOC-INNEHALL: VOC 613,59 g/L
OVERMALNING: alltid, 5 min mellan skikt
® INNEHALL: 400m|
~
— 5MIN .

CLEAN UP FORPACKNING: 6 st

\
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SOLVENT
H .0 "BASED

QD [ ACRYL
+20%C +20°
3OMIN 2H

DANGER
Information galler vid 20 ° C, relativ luftfuktighet 20% - 70%
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OVERSIKT — SYMBOLERNAS INNEBORD

PRODUKTEGENSKAPER

APPLICERINGSANVISNING

KAN ANVANDAS PA DESSA YTOR

USE PLASTIC
PRIMER
Sten Plast — endast med Glas
plastprimer
Kartong Korgprodukter och Metall Polystyren
torkade véxter
ANVANDNINGSOMRADE

-0
TN
ouT

Bara inomhus Kan anvandas

utomhus

YTANS HARDHETSSKALA

Hardness | Harte | Tvrdost | Dureza | Solidité | Keménység | Durezza | Hardheid | Twardosc | Dureza | Duritate | Tvrdost

SOFT

PRODUKTEGENSKAPER

COVERAGE DRYING TIME
Tacker upp till Justerbart Snabbtorkande
spraymunstycke med
bred strale

f@

RUST STOP

DIRECT TO RUST

Korrosionsskydd

<

Direkt pa metall

HARDNESS

FLEXIBLE SANDABLE

Stottalig Flexibel

b -@
vl I

WEATHERPROOF

Slipbar

UV-PROOF
UV-bestandig

HEAT RESISTANT

Véderbestandig Vérmebestandig

Luktfri Enkel att rengéra Avtagbar

NO RUN DOWN

Ingen rinnande
farg

STRONG BOND

Stark fastformaga

)

PETROL RESISTANT

Bensin-
och kemikalieresistent

SCRATCH RESISTANT
Repbestandig

VERY HARD
Mycket harda ytor

FORBEREDELSE

CLEAN UP

Avldgsna rost

CLEAN UP

Rengdr ytor

\)

WHITE PRIMER

Applicera vit primer

SPRAYA

S
N
N

Omskakas 3 minuter

ik
i

Spraya bade vagratt
och lodratt

=
NS

3 MIN

Omskakas 3 minuter
véand upp och ner

®

5MIN

Torktid mellan
ytskikten

—
<15 CM@

Sprayavstand

OVERPAINT
ONLY ACRYL

Bara med AKRYL
Spraya 6ver

Q"ISCM*]

Sprayavstand

Rekommenderat
ytskikt

SANDABLE

2-3 HOURS
Slipbar 2K ej for ytor med Rengor ventilen

alkydhartslack

RENGORING
~ =~
— CLEAN —

CLEAN UP REMOVE NOZILE CLEAN 5 SEC
Rengor ventilen vand Aceton for rengéring Rengor ventilen Rengor ventilen vand
upp och ner upp och ner
TORKTID

I

I

T0 HARDEN
+200%
30MIN

FINAL
HARDNESS

N

>

+20°% +20% & +20°c
15MIN 26H 7 DAYS
Kan vidréras Repbestandig Efter fullstandig Fullstandig hardning
hérdning endast
vid +200 °C
BINDEMEDEL
o SOLVENT o SOLVENT WATER SPECIAL 2K
o BASED °c  BASED BASED 0 SDI;.\AIEEE
ACRYL RUBBER ALKYD BINDER
MIXTURE
Lésningsmedelshaltig Losningsmedelshaltig Vattenbaserad Losningsmedelshaltig
akryllack gummi alkydlack 2-komponentslack



Spraypaint Hammer Smooth - EU _
ot MASTON

EU LANGUAGES: EN, DE, CZ, ES, FR, HU, IT, NL, PL, PT, RO, SK

Art Nr Spraypaint Hammer Smooth 400ml - EU Barcode
8880001-EU Spraypaint Hammer smooth Black 400ml ‘ 6412490035815
8880002-EU Spraypaint Hammer smooth White 400ml Q 6412490035822
8880003-EU Spraypaint Hammer smooth Silver 400ml 6412490035839
8880004-EU Spraypaint Hammer smooth Green 400ml ‘ 6412490035709
8880005-EU Spraypaint Hammer smooth Blue 400ml ‘ 6412490035716
8880006-EU Spraypaint Hammer smooth Red 400ml . 6412490035723
8880008-EU Spraypaint Hammer smooth Brown 400ml ‘ 6412490035730
8880010-EU Spraypaint Hammer smooth Gun Metal Grey 400ml ‘ 6412490035747
8880001 M-EU Spraypaint Hammer smooth Black matt 400ml ‘ 6412490035792
8880002M-EU Spraypaint Hammer smooth White matt 400ml Q 6412490035808

Spraypaint Hammer Smooth

400ml

OTHER: EN, FI, SE, BG, DK, EE, GR, LT, LV, NO, RU, TR
Art Nr Spraypaint Hammer Smooth 400ml Color Barcode
8880001 Spraypaint Hammer smooth black 400ml ' 6412490017729
8880002 Spraypaint Hammer smooth white 400ml Q 6412490017736
8880003 Spraypaint Hammer smooth silver 400ml 6412490017743
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Spraypaint Hammer Hammered - EU _
ot MASTON

EU LANGUAGES: EN, DE, CZ, ES, FR, HU, IT, NL, PL, PT, RO, SK

Art Nr Spraypaint Hammer Hammered 400ml - EU Barcode
8890001-EU Spraypaint Hammer hammered Black 400ml ‘ 6412490035846
8890002-EU Spraypaint Hammer hammered White 400ml Q 6412490035853
8890003-EU Spraypaint Hammer hammered Silver 400ml 6412490035860
8890004-EU Spraypaint Hammer hammered Green 400ml ‘ 6412490035754
8890008-EU Spraypaint Hammer hammered Brown 400ml ‘ 6412490035761
8890009-EU Spraypaint Hammer hammered Gold 400ml 6412490035778
8890010-EU Spraypaint Hammer hammered Gun Metal Grey 400ml ' 6412490035785

Spraypaint Hammer Hammered

400ml

OTHER: EN, FI, SE, BG, DK, EE, GR, LT, LV, NO, RU, TR
ArtNr Spraypaint Hammer Hammered 400ml Color Barcode
8890001 Spraypaint Hammer hammered black 400ml . 6412490017750
8890002 Spraypaint Hammer hammered white 400ml Q 6412490017767
8890003 Spraypaint Hammer hammered silver 400ml 6412490017774
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